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1) ALL DIMENSIONS ARE IN MM UNLESS OTHERWISE SPECIFIED. 8) EARTHING FLATS (MS PAINTED) INSIDE THE TRENCHES SHALL BE LAID ALONG THE TRENCH WALL. 32mm DIA MS ROD SOXEMM GS FLAT
(MAIN EARTH MAT) 50x6mm M.S. FLAT WELDED TO
2) ALL Cu/GS CONDUCTORS AND THEIR TAP CONDUCTOR JOINT SHALL BE BOLTED/WELDED. 9) ALL BOLTED CONNECTION SHALL BE PAINTED WITH ANTI CROSSIVE PAINT/COMPOUND. j CABLE SUPPORT ANGLE
e —
3) ALL EQUIPMENT & RELATED NON CURRENT CARRYING METALLIC PARTS SHALL BE EFFECTIVELY 10) EARTHING CONNECTIONS WITH EQUIPMENT EARTHING PADS WILL BE BOLTED TYPE. TWO BOLTS i
GROUNDED. WILL BE PROVIDED FOR MAKING EACH CONNECTION & SHALL BE PAINTED WITH ANTI CORROSIVE 100x10 mm AL. FLAT TO GROUND CONDUTOR —
PAINT. DETAIL-3
- 4) GIS EQUIPMENT AND ITS ASSOCIATED ACCESSORIES ARE GROUNDED IN LINE WITH
RECOMMENDATION OF GIS MANUFACTURER. 11) ALUMINIUM FLAT TO ALUMINIUM FLAT CONNECTION SHALL BE BOLTED. -
5) FOR GIS ENCLOSURE GROUNDING 100x10 AL. FLAT SHALL BE LAID BELOW THE GIS EQUIPMENT 12) EXACT LOCATION OF EARTH CONDUCTOR EARTH ELECTRODE, TEST PITS AND EARTHING EARTHING OF PANEL & CABLE
NEAR TO THE EARTHING POINTS, RISERS SHALL BE TAPPED FROM GIS EQUIPMENT. CONNECTION SHALL CHANGE IF REQUIRED TO SUIT THE SITE CONDITION. TRENCH - INDOOR (TYP.)
6) GROUNDING CONDUCTOR SIZE FOR VARIOUS EQUIPMENTS SHALL BE AS PER INDICATED IN 13) ALL UNUSED PIPE SHALL BE SEALED AFTER INSTALATION.
LEGEND.
14) EARTHING PHILOSOPHY IS BASED ON M/S GE RECOMMENDED PRACTICES.
7) REINFORCED BARS SHALL BE EARTHED BEFORE CONCRETING OF THE FLOOR.
5 15) 100 MM & 150 MM DIA PVC SLEEVE SHALL BE USED FOR CROSSING OF EARTHING CONDUCTOR
FROM BUILDING WALL AND TRENCH IF ANY.
16) ALL GIB DUCT SUPPORT STRUCTURE SHALL BE EARTH AS PER MANUFACTURER EARTHING
PRACTICE AT SIDE.
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